Linescapes System

| CODE# TYPE: PROJECT NAME:

Linescapes is a modular system that is changing completely the approach to highlyperformance diffused direct and
indirect lighting. The singular modules are connected byquick moulded ABS connectors, which enable rapid jack
installation and a 360&deg; rotation.The different elements allow the composition of continuous lines and edges, with a
luminousefficiency and an excellent diffusion degree, through an opaline diffuser in polycarbonate.The system has been
studied to provide user friendly maintenance. Nemo has solved in anefficient way the problem of replacing LED built-in
sources, whereby the single lightingelements can be easily changed.
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Linescapes System

| TYPE: PROJECT NAME:

LIGHTING BARS L170 L106 L56 L36

= >
170cm (66.93")

Linear LED | diffused orientable | 40W typ
cri 80 | CCT 3000K | 3960lm | 24V DC

@ 155 LN1 511 black (LSS LW1 51 white

106¢m (41.73")

Linear LED | diffused orientable | 24W
typ cri 80| CCT3000K |2400Im | 24V DC

@ LSS LN2 511 black () LSS LW2 511 white
56cm (22.05")

Linear LED | diffused orientable | 12W
typ cri 80| CCT3000K 1200 Im [24VDC

@ LSS LN3 511 black () LSS LN2 511 white

36cm (14.17")

Linear LED | diffused orientable | 7W
typ cri 80 | CCT3000K |700Im | 24 VDC

@ LSS LN4 511 black () LSS LW4 511 white
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Linescapes System

CONNECTIONS _

R

<~ / . /
VERTICAL START - e, 22,
. LSS CN1511 blackO LSS CW1 511 white VERTICAL HORIZ. HORIZ.

START START END
HORIZIONTAL START
@ LSS CN2 511 black () LSS CW2 511 white
HORIZONTAL END

/ Lo / o~
@ LSS CN3 511 black () LSS CW3 511 white / /
CENTRAL SUPPIY CENTRAL CENTRAL

SUPPLY
@ LSS CN4 511 black () LSS CW4 511 white
CENTRAL 55

3 —_ / = -
@ LSS CN5 511 black () LSS CWS5 511 white & B & @
\

UP VERTICAL ANGLE N
@ LSS AN1511 black () LSS AW1 511 white UP VERT. DOWN VERT.

ANGLE ANGLE
DOWN VERTICAL ANGLE
@ LSS AN2 511 black () LSS AW2 511 white

| |1.57"

HORIZONTAL ANGLE '
@ LSS AN3 511 black () LSS AW3 511 white \ ;«

POWER SUPPLIES

60W 1-10V

@ LSS PN6 511 black () LSS PW6 511 white

90W 1-10V

@ LSS PN9 511 black () LSS PW9 511 white

note: additional drivers available on the basis
of a specific project.

ACCESSORIES

CEILNG PLATE

for recessed ceiling application

@ LSS PNR 511 black () LSS PWR 511 white

note: driver not included
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Linescapes System

| CODE# TYPE: PROJECT NAME:

LIGHTING BAR 170cm (66.93") LIGHTING BAR 106cm (41.73")

Lamping Lamping

Source linear LED Source linear LED

Total power 40W Total power 24W

Emission diffused, orientable 360A° Emission diffused, orientable 360A°
Voltage 24V DC Voltage 24V DC

Color temperature 3000K Color temperature 3000K

Luminous flux 3960Im Luminous flux 2400lm

Typ cri 80 Typ cri 80

Energy class

A+ @

Intertek

Energy class

A+ @

Intertek

Codes Structure Diffuseur Codes Structure Diffuseur
LSS LW1 51 O LSS LN2 51 3
LSS LN1 51 3 LSS LW2 51 O

LIGHTING BAR 56cm (22.05")

LIGHTING BAR 36cm (14.17")

Hl Luminart

Lamping Lamping
Source linear LED Source linear LED
Total power 12W Total power 7W
Emission diffused, orientable 360A° Emission diffused, orientable 360A°
Voltage 24V DC Voltage 24V DC
— Color temperature 3000K Color temperature 3000K
ﬂ Luminous flux Typ 1200Im Luminous flux Typ 700Im
;—; cri 80 cri 80
- Energy class A+ (“l Energy class A+ (“’
o intertek intertek
—
Z() Codes Structure Diffuseur Codes Structure Diffuseur
" LSS LN3 51 @ LSS LN4 51 @
0 LSS LW3 51 O LSS LW4 51 O
o
n
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