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 PROJECT NAME:
BRITE™ 6.0
LED

BRITE 6.0 Dimensions

DESCRIPTION:

Drive over/walk over adjustable outdoor light with IP67 
rating. Aluminium or AISI 316L steel ferrule; tempered glass
10 mm thick. Double cable input.

LEDWATT VOLTAGEMODEL # FINISHOPTICS

L&L Luce&Light94

Bright 6.0
4/6 LED  1/2W  350/500mA

PSU not included

Carrabile/calpestabile a luce orientabile per esterno IP67.
Ghiera in alluminio o acciaio AISI 316L, vetro temprato 
spessore 10 mm. Doppia entrata cavi, collegare in serie.

Drive over/walk over adjustable outdoor light with IP67 
rating.
Aluminium or AISI 316L steel ferrule; tempered glass 
10 mm thick. Double cable input; series connection.

Befahrbar/begehbar mit verstellbarem Licht für Außen-
bereiche IP67.
Ringmutter aus Aluminium oder AISI 316L Stahlring,
Sicherheitsglas mit 10 mm Dicke. Doppelter Kabelein-
gang, in Reihe zu schalten.

Spot carrossable/piétinable d’extérieur IP67 à lumière
orientable.
Embout en aluminium ou acier AISI 316L, verre trempé
d’une épaisseur de 10 mm. Entrée câbles double, bran-
chement en série.

Bright 6.0  4/6 LED  1/2W  350/500mA

EXAMPLE CODE COMPOSITION

CB60410LI

BASE CODE Nr LED W POWER LED COLOUR SPOT LIGHT FINISHING

0 5000 K

1 Blue

2 Green

3 Red

5 3000 K

L 40°

M 25°

S 10°

4
6

1
2

CB60 I Stainless

IP67 1,92 I
1,72 A

Ø130500

WC0600
Outer casing 
page 301

WC0700
Outer casing 
page 301

ACCESSORIES

4 LED  
1/2W  350/500mA

6 LED  
1/2W  350/500mA

G Aluminium

PHOTOMETRIC DIAGRAMS PAGE 316-317

L Large beam
4L_01A 001
6L_01A 001

M Medium beam
4L_01A 002
6L_01A 002

S Spot beam
4L_01A 003
6L_01A 003

10°25°40°

WG0200
Ferrule for spring mounting 
page 299
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SPOT LIGHT

VOLTAGE 120V 277V220V

WATTAGE 4W 8W 12W6W

L5CB60
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LED COLORS

0. 5000K WHITE

5. 3000K WHITE

1. BLUE

3. RED2. GREEN

OPTICS

L. 40°

S. 10°

M. 25°

HOUSING
LWC0600

HOUSING
LWC0700

HOUSING
LWC0200

ACCESSORIES

FINISH

I. STAINLESS STEEL

G. ALUMINIUM

INSTALLATION NOTE: 

Must be wired in series when two or more are wired 
together with same driver. 

WWW.LUMINARTLIGHTING .COM
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