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CAMPANONE™
OUTDOOR SUSPENSION

TYPE:

PROJECT NAME:
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Canopy detail

General technical features

products: Campanone Outdoor

design: Paolo Grasselli 2005
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CAMPANONE™
OUTDOOR SUSPENSION

TYPE:

PROJECT NAME:Technical features

products: Campanone Outdoor Pendant lamp

design: Paolo Grasselli 2005

Pendant lamp L82CAOESO033D02lamp type 1xE26 LED 15W

L82CAOESO051D02

ø 33 x 36 cm

2.5 Kg - 4 Kg

ø 51 x  45 cm

2.5 Kg - 4 Kg

lamp type 1xE26 LED 15W

Technical features

products: Campanone Outdoor Pendant lamp

design: Paolo Grasselli 2005

Pendant lamp L82CAOESO033D02lamp type 1xE26 LED 15W

L82CAOESO051D02

ø33 x 36 cm

2.5 Kg - 4 Kg

ø 51 x  45 cm

2.5 Kg - 4 Kg

lamp type 1xE26 LED 15W

ORDERING INFO

Model (Order Code) Finish Voltage
120V

Dimming
LTE (Leading/Trailing Edge Dim)

Fixture comes with a 4” backplate that mounts to a standard junction box.


