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RAY™ SLIM
CEILING

TYPE:

PROJECT NAME:
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FINISH OPTIONS

SOŁTYSOWICKA 19C,
51.168 WROCŁAW, POLAND

NIP 882.15.15.985
REGON 021141684, GIOS E0012235

T: +48.71.323.14.00-01,
W: CHORS.PL

Mayan
RECESSED

Ray is a ceiling luminaire available in two versions - featuring one or two light 
sources. Its slender form and subtle simplicity will please the eye of those who value 
subtle design. The spotlight will discreetly mark its presence in the interior. The high 
quality integrated and energy-efficient LED light source provides natural-looking 
light. Its optical lens enables shifting the lighting angle between 8° a 40°.

Directional spotlighting. Perfect
for business establishments,
offices, and residential interiors.

PARAMETRY TECHNICZNE INDEX SOURCE LIGHT ENERGY CLASS FLUX ANGLE COLOR LIGHT WEIGHT DIMMING VOLTAGE

Maia IN L11 W 47.3101.G76 LED 1x6.4 W A++ 1x511.2 lm 15 - 40° 2700 K CRI≥ 95 0,50 kg opcjonalnie 350 mA DC

001/ALUMINIUM

* lampy dostępne również w innych wersjach kolorystycznych
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ORDERING INFO

Aluminum Black
RAL 9005

White
RAL 9010

Snow White
RAL 9016

Graphite
RAL 7015

INDEX SOURCE / OUTPUT ENERGY
GRADE LUMINOUS FLUX ANGLE LIGHT COLOUR DIMMING POWER SUPPLY

MAIA IN L11 W 47.3101.G76. LED 1 x 6,4 W A++ 1 x 568 lm 8-40° 2700 K CRI≥90 OPTION 350 mA

MAIA IN L11 NW 47.3101.G77. LED 1 x 6,4 W A++ 1 x 608 lm 8-40° 3000 K CRI≥90 OPTION

MAIA IN L11 N 47.3101.G78. LED 1 x 6,4 W A++ 1 x 656 lm 8-40° 4000 K CRI≥90 OPTION

MAIA IN L21 W 47.3102.G76. LED 2 x 6,4 W A++ 2 x 568 lm 8-40° 2700 K CRI≥90 OPTION 350 mA

MAIA IN L21 NW 47.3102.G77. LED 2 x 6,4 W A++ 2 x 608 lm 8-40° 3000 K CRI≥90 OPTION

MAIA IN L21 N 47.3102.G78. LED 2 x 6,4 W A++ 2 x 656 lm 8-40° 4000 K CRI≥90 OPTION
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Maia IN is a recessed luminaire designed by BUCK.STUDIO. Two ver-

sions are available - featuring one or two light sources. Its slender form 

and subtle simplicity will please the eye of those who value subtle de-

sign. The spotlight will discreetly mark its presence in the interior. The 

high quality integrated and energy-efficient LED light source provides 

natural-looking light. Its optical lens enables shifting the lighting angle 

between 8° a 40°.

application: Directional spotlighting. Perfect for business establish-

ments, offices, and residential interiors.

Maia IN
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the light requires a power 
supply unit, p. 329

Series: Maia

ADJUSTABLE LIGHTING ANGLE

The light’s design makes it possible to set the lighting angle 

in the range of 8° to 40°. The glass lens, placed in a special 

ring, can be turned, which enables framing particular ob-

jects. The turning action is smooth while the framing 

adjustment resembles setting camera lens sharpness.
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Model Finish
See below

LEDOutput

30K (3000K)
27K (2700K)LED

40K (4000K)

Voltage
120V
277V

Dimming
LTE (Leading/Trailing Edge Dim)
010V (0-10V)

L3847.3101 (Single light, 6.4W)
L3847.3102 (Double light, 12.8W)


