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F III IP40
30 cm

L676615 0,5 kg

.01 101.5X2.2 cm.

5.
5

2,
7

Articolo standard a catalogo - Standard catalogue item

CUSTOM SIZE
Tabella lunghezze disponibili a richiesta.  Le misure si riferiscono alle lunghezze totoali delle lampade comprese di tappi terminali.
N.B. senza tappi: - 1 cm.
Table of available lengths on request. Measures are referred to complete fixtures including closing heads.
Attention: Without closing heads: - 1cm.

cm. watt cm. 2700K (XW) lm 3000K (WW) lm 4000K (W) lm RGB
12 1,4W 11,5x2,2 A6615.01/10/XW 150 A6615.01/10/WW 160 A6615.01/10/W 170 A6615.01/10RGB
22 2,9W 21,5x2,2 A6615.01/20/XW 300 A6615.01/20/WW 320 A6615.01/20/W 340 A6615.01/20RGB
32 4,3W 31,5x2,2 A6615.01/30/XW 450 A6615.01/30/WW 480 A6615.01/30/W 510 A6615.01/30RGB
42 5,8W 41,5x2,2 A6615.01/40/XW 600 A6615.01/40/WW 640 A6615.01/40/W 680 A6615.01/40RGB
52 7,2W 51,5x2,2 A6615.01/50/XW 750 A6615.01/50/WW 800 A6615.01/50/W 850 A6615.01/50RGB
62 8,6W 61,5x2,2 A6615.01/60/XW 900 A6615.01/60/WW 960 A6615.01/60/W 1020 A6615.01/60RGB
72 10,1W 71,5x2,2 A6615.01/70/XW 1050 A6615.01/70/WW 1120 A6615.01/70/W 1190 A6615.01/70RGB
82 11,5W 81,5x2,2 A6615.01/80/XW 1200 A6615.01/80/WW 1280 A6615.01/80/W 1360 A6615.01/80RGB
92 13W 91,5x2,2 A6615.01/90/XW 1350 A6615.01/90/WW 1440 A6615.01/90/W 1530 A6615.01/90RGB
102 14,4W 101,5x2,2 A6615.01/100/XW 1500 A6615.01/100/WW 1600 6615.01 1700 6617.01
112 15,8W 111,5x2,2 A6615.01/110/XW 1650 A6615.01/110/WW 1760 A6615.01/110/W 1870 A6615.01/110RGB
122 17,3W 121,5x2,2 A6615.01/120/XW 1800 A6615.01/120/WW 1920 A6615.01/120/W 2040 A6615.01/120RGB
132 18,7W 131,5x2,2 A6615.01/130/XW 1950 A6615.01/130/WW 2080 A6615.01/130/W 2210 A6615.01/130RGB
142 20,2W 141,5x2,2 A6615.01/140/XW 2100 A6615.01/140/WW 2240 A6615.01/140/W 2380 A6615.01/140RGB
152 21,6W 151,5x2,2 A6615.01/150/XW 2250 A6615.01/150/WW 2400 6616.01 2550 6618.01
162 23W 161,5x2,2 A6615.01/160/XW 2400 A6615.01/160/WW 2560 A6615.01/160/W 2720 A6615.01/160RGB
172 24,5W 171,5x2,2 A6615.01/170/XW 2550 A6615.01/170/WW 2720 A6615.01/170/W 2890 A6615.01/170RGB
182 25,9W 181,5x2,2 A6615.01/180/XW 2700 A6615.01/180/WW 2880 A6615.01/180/W 3060 A6615.01/180RGB
192 27,4W 191,5x2,2 A6615.01/190/XW 2850 A6615.01/190/WW 3040 A6615.01/190/W 3230 A6615.01/190RGB
202 28,8W 201,5x2,2 A6615.01/200/XW 3000 A6615.01/200/WW 3200 A6615.01/200/W 3400 A6615.01/200RGB
212 30,2W 211,5x2,2 A6615.01/210/XW 3150 A6615.01/210/WW 3360 A6615.01/210/W 3570 A6615.01/210RGB
222 31,7W 221,5x2,2 A6615.01/220/XW 3300 A6615.01/220/WW 3520 A6615.01/220/W 3740 A6615.01/220RGB
232 33,1W 231,5x2,2 A6615.01/230/XW 3450 A6615.01/230/WW 3680 A6615.01/230/W 3910 A6615.01/230RGB
242 34,6W 241,5x2,2 A6615.01/240/XW 3600 A6615.01/240/WW 3840 A6615.01/240/W 4080 A6615.01/240RGB
252 36W 251,5x2,2 A6615.01/250/XW 3750 A6615.01/250/WW 4000 A6615.01/250/W 4250 A6615.01/250RGB
262 37,4W 261,5x2,2 A6615.01/260/XW 3900 A6615.01/260/WW 4160 A6615.01/260/W 4420 A6615.01/260RGB
272 38,9W 271,5x2,2 A6615.01/270/XW 4050 A6615.01/270/WW 4320 A6615.01/270/W 4590 A6615.01/270RGB
282 40,3W 281,5x2,2 A6615.01/280/XW 4200 A6615.01/280/WW 4480 A6615.01/280/W 4760 A6615.01/280RGB
292 41,8W 291,5x2,2 A6615.01/290/XW 4350 A6615.01/290/WW 4640 A6615.01/290/W 4930 A6615.01/290RGB
302 43,2W 301,5x2,2 A6615.01/300/XW 4500 A6615.01/300/WW 4800 A6615.01/300/W 5100 A6615.01/300RGB

*

*

*

*

*

Wallbox for concrete

cm. 
0210/100 6x105x5cm
0210/150 6x155x5cm
0210/200 6x205x5cm
0210/300 6x305x5cm

0210/100 101.8cm - 0210/150 151.8cm
0210/200 201.8cm - 0210/300 301.8cm
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ORDERING INFO

(2
.1

6”
)

(1
.0

6”
)

(39.96”X0.86”)

See next page for lengths

Length Wattage LEDModel
L676615 02: 2’ 5W/FT

7W/FT
27K
(2700K)04: 4’

40K 
(4000K)

08: 8’
Custom

30K 
(3000K)

06: 6’

Voltage
120V
277V

Dimming
LTE 
(Leading/
Trailing 
Edge Dim)

010V
(0-10V)

Configuration Notes
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• Design

Respecting the LEDology design core values, the Pendant is the most complete and flexible linear lighting system of its
class providing the lighting specifiers nearly unlimited design possibilit ies.

L.4500 LENGTH

Pendant

SPECIFICATIONS

• Construction

Made of extruded aluminum profile and die-cast end caps, The System will maintain its original integrity through years of
active use.

• Optic

The Ever & Ever Series is offered with three choices of optics and three lamp configurations. Direct, Indirect or Direct/Indi-
rect configurations are available. A light diffuser or our unique Dark Light Louver can be added depending on the lighting
objective. Clear diffuser is supplied standard for indirect light.

• Electrical & Ballast

- Dimming & emergency ballasts are available
- Ballasts and wiring are easily accessible
- LED 120V only.
- LED Power Supply must be supplied by LEDology to have valid
warranty unless otherwise approved by LEDology.

• Mounting

The System is intented to be mounted on 4’ and 8’ center suspension points to allow ease of installation for grid ceiling ap-
plications. Track version is supplied with one feed each 16’ section.

• Finish

The EVER AND EVER SERIES is painted with an electrostatically-applied polyester powder coat ensuring a perfect even-finished
surface that will maintain its original appearance for the life of the luminaire.
All suspension fittings and canopy are supplied in white. Other colors are available upon request.

EVER & EVER 
SUSPENSION

WWW.LUMINARTLIGHTING.COM
A BRAND

Project name: 

Type:

LINEAR PENDANT
INDIRECT&DIRECT LED

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.

SPECIFICATION SHEET
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9320 Boul. St-Laurent, suite 100, Montréal (Québec) Canada H2N 1N7
P.: 514.523.1339   F.: 514.525.6107 www.sistemalux.com

LAST UPDATE: January 15, 2019

Photometric performance is measured at an accredited independant laboratory in accordance with IESNA LM-79.
Nominal data shown. Visit sistemalux.com for complete photometric data.

3000K

5W (Base output) 5 W/ft

7 W/ft

10 W/ft10W (High output)

7W (Medium output)

3000K

lm/ft lm/W

510

710

935

102

94

89

W/ft

LOAD

LIGHT OUTPUT DATA

Base output (BO) 5

3000K

lm/ft lm/W

310

455

585

62

60

55

W/ft

LOAD

7.5

10.5High output (HO)

Medium output (MO)

DIRECT OUTPUT

3000K

MULTIPLIER TABLE

Color options Multiplier

3000K - 85CRI

3500K - 85CRI

4000K - 85CRI

1

1,09

1,19

MULTIPLIER TABLE

Color options Multiplier

3000K - 85CRI

3500K - 85CRI

4000K - 85CRI

1

1,09

1,19

10W7W5W

HOMOBO

1.5”

4⅝”

2’
24”

48”

72”

96”

4’

6’

8’

Length
Standard Lengths

2’, 4’, 6’, and 8’ precut lengths available. These pieces 
can be joined together to form longer runs.

Custom lengths are available in increments of 4”, up 
to 8’. These can be combined with standard lengths to 
create, for example, a run that is 4’8”. Please remember 

to add 0.3cm (0.11”) x2 for the end caps.

End cap width: 0.3cm (0.11”)

Custom Lengths

4”


