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Recessed spotlight, white painted aluminium 
body, heat sink included. Ideal to light up 
small display cases. Mounting with or without 
junction box.  

Accessories

L670216
Plastic Box

55°

1.97” Ø 1.38”

L676363 0.088 lb

/WW  Led max 2W 500 mA 199lm 3000K

/W  Led max 2W 500 mA 209lm 4000K

/XW  Led max 2W 500 mA 189lm 2700K

F III

1.18”

IP40

.01/WW  .01/W  .01/XW

55°

55°

118 119

TOP MINI
design: U.T. EGOLUCE
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SOLO COLLEGAMENTO IN SERIE - ONLY SERIAL CONNECTION

Accessories

0212
Box + Plaster

0215
Plastic Box

Recessed spotlight, white painted aluminium 
body, heat sink included. Ideal to light up small 
display cases. Mounting with or without junction 
box.   

1.97” Ø 0.91”

35°

L676364 0.044 lb

/WW  Led 1W 350 mA 143lm 3000K

/W  Led 1W 350 mA 151lm 4000K

/XW  Led 1W 350 mA 132lm 2700K

F III

0.79”

IP40

.01/WW  .01/W  .01/XW

35°

Drivers

0128 350 mA
(1-8 Top Mini)

0129/DALI Dimmer 0145 Dimmer Maxi
0145/DALI Dimmer M.

35°
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Recessed spotlight, white painted aluminium 
body, heat sink included. Ideal to light up 
small display cases. Mounting with or without 
junction box.  

Accessories

L670216
Plastic Box

55°

1.97” Ø 1.38”

L676363 0.088 lb

/WW  Led max 2W 500 mA 199lm 3000K

/W  Led max 2W 500 mA 209lm 4000K

/XW  Led max 2W 500 mA 189lm 2700K

F III

1.18”

IP40

.01/WW  .01/W  .01/XW

55°

55°

Recessed spotlight, white painted aluminum body, heat sink included. 
Ideal as a recessed ceiling light or to light up small display cases. 
Mounting with or without junction box.

FINISHES
.01 White

ORDERING INFO

Model (Order Code) Finish LED
.01 White

3000K
2700K

4000K

Remote Driver Options (350mA 10-12W)

120V Phase Dimming (Min 6 Max 8 Fixtures)
120V On/Off (Min 1 Max 8 Fixtures)

120V 0-10V Dimming (Min 6 Max 8 Fixtures)
277V 0-10V Dimming (Min 6 Max 8 Fixtures)


