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.33 Matte steel

Ø 4

7,5

7,5

4x4

Accessories

L670220
KIT: draining junction + IP connector

L670216
Plastic box

Only serial connection

Code 0125 0128 0127
350mA 350mA 500mA

LL66776384 1-6 1-10 1-6
LL66776394 1-6 1-10 1-6

Drivers ON/OFF  DIMMABLE drivers
0141/DIM 0141/DALI 0145/DALI 0145
PUSH - 1...10V DIM DALI DIM DALI DIM
1-12 1-12 1-21 1-21
1-12 1-12 1-21 1-21

 IP67 drivers
0031/IP 0143/IP
350mA 500mA
1-10 1-7
1-10 1-7

L676384 Z Series Round 25 Plus

3 cm.

3 cm.

Color temperature Optics Light sources  lm
/W 4000K /11 /25 /45 LED   max 2W 500mA 209lm
/WW 3000K /11 /25 /45 LED   max 2W 500mA 199lm
/XW 2700K /11 /25 /45 LED   max 2W 500mA 189lm

IP67 30 cm

0,08 Kg500 Kg

T< 40°C

AISI 316L SSttaaiinnlleessss SStteeeell
.33 Matte steel

L676394 Z Series Square 25 Plus

Color temperature Optics Light sources  lm
/W 4000K /11 /25 /45 LED   max 2W 500mA 209lm
/WW 3000K /11 /25 /45 LED   max 2W 500mA 199lm
/XW 2700K /11 /25 /45 LED   max 2W 500mA 189lm

IP67 30 cm

0,10 Kg500 Kg

T< 40°C

AAIISSII 331166LL SSttaaiinnlleessss SStteeeell

ZEPPELIN 25 Plus ZEPPELIN 25 Plus

ORDERING INFO

Model (Order Code) Finish LED Voltage
Matte Steel 2700K 120V

3000K 277V

Dimming
LTE (Leading/Trailing Edge Dim)
010V (0-10V)

Please note: 277V is only compatible with 0-10V dimming 

4000K
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.33 Matte steel
L676411 Z Series Adjustable

6 cm.

Color temperature Optics Light sources   lm
/W 4000K /11 /25  /45 LED max 2W  500mA  209lm
/WW 3000K  /11 /25  /45 LED max 2W  500mA    199lm
/XW 2700K  /11 /25  /45 LED max 2W  500mA    189lm

IP67 30 cm

0,40 Kg

AAIISSII  331166LL  SSttaaiinnlleessss  SStteeeell

ZEPPELIN adjustable

1000 Kg

T< 50°C

8,5

20°

20°

0,3

Ø 6,7

L670230
KIT: draining junction + IP connector

Accessories

L670238 
Spring for recessed ceiling

6 cm.

L670232
Wall plastic box

Only serial connection

Code 0125 0128 0127
350mA 350mA 500mA

LL66776411 1-6 1-10 1-6

Drivers ON/OFF  DIMMABLE drivers
0141/DIM 0141/DALI 0145/DALI 0145
PUSH - 1...10V DIM DALI DIM DALI DIM
1-12 1-12 1-21 1-21

 IP67 drivers
0031/IP 0143/IP
350mA 500mA
1-10 1-7

ZEPPELIN adjustable O
ut
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or

269268
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.33 Matte steel
L676411 Z Series Adjustable

6 cm.

Color temperature Optics Light sources  lm
/W 4000K /11 /25  /45 LED max 2W  500mA 209lm
/WW 3000K /11 /25  /45 LED max 2W  500mA 199lm
/XW 2700K /11 /25  /45 LED max 2W  500mA 189lm

IP67 30 cm

0,40 Kg

AAIISSII 331166LL SSttaaiinnlleessss SStteeeell

ZEPPELIN adjustable

1000 Kg

T< 50°C

8,5

20°

20°

0,3

Ø 6,7

L670230
KIT: draining junction + IP connector

Accessories

L670238 
Spring for recessed ceiling

6 cm.

L670232
Wall plastic box

Only serial connection

 
Code 0125 0128 0127

350mA 350mA 500mA
LL66776411 1-6 1-10 1-6

   Drivers ON/OFF  DIMMABLE drivers 
0141/DIM 0141/DALI 0145/DALI 0145
PUSH - 1...10V DIM DALI DIM DALI DIM
1-12 1-12 1-21 1-21

 IP67 drivers 
0031/IP 0143/IP
350mA 500mA
1-10 1-7

ZEPPELIN adjustable

(2.36”)

(2.36”)

(3.34”) (0.11”)

(2.63”)


